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Precision 75 ohm coaxial inserts for use in Mixed Layout (“Combo”) Connectors Systems  

Mixed Layout D Connector Series 
The mixed layout series is available in the same shell sizes as the D Subminiature series and enables true 75 
ohm co-axial contacts to be combined with signal, high voltage and high power contacts in the same 
connector.  Utilising mixed layout D connectors in broadcast networking systems reduces connector count 
and can provide considerable cost benefits in manufacturing and installation.  
Shell sizes and configuration options are illustrated below. 

Detailed information and specifications on the mixed layout D series of connectors can be found in our Mixed Layout 
Connector catalogue which can be downloaded from our website at: - 
 http://www.cambridgeconnectors.com/CEI/Catalogues.html 
If additional information is required, please contact our technical engineering department at : - 
technical@cambridgeelectronics.com 
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Precision 75 ohm coaxial inserts for use in Mixed Layout (“Combo”) Connectors Systems 

Mixed Layout DIN 41612 Connector Series 
The mixed layout DIN 41612 series is available in 3 shell sizes; Standard size (M), 1/2 size (M/2) and 1/3 
size (M/3) and enables true 75 ohm co-axial contacts to be combined with signal, high voltage and high 
power contacts in the same connector.  Utilising mixed layout DIN 41612 connectors in broadcast 
networking systems reduces connector count and can provide considerable cost benefits  in manufacturing 
and installation.  
Shell sizes and configuration options are illustrated below. 

Shell Size M 

Shell Size M/2 

Shell Size M/3 

• Series: 
  T = DIN 41612 
• Gender: 
   P = Plug 
   S = Socket 
• Body Type: 
• M = Mixed Layout - 3 row 
• Body Size: 
•    3 = M/3 
• Number of contacts loaded: 
   See loading configurations, but note that 
   78 + 2, 12 + 2 and so on, are entered in 
   the ordering code as 782, 122 etc. 
• Contact Termination Style: 
   C = dip solder - straight 
   D = dip solder - right angle 
   E = wire wrap 
   see termination styles 
• Contact Plating: 
   01 - Class 1 
• Loading  Configurations: 
   A = Signal contact positions fully loaded 
• Mounting Style: 
   O = Standard through-hole 

T P M  - 3 7 8 2  - E 0 3 A 

Typical Ordering Code 
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Mixed Layout D Hoods 

 Straight 
Metal 

45° Metal Straight 
Plastic 

70° Plastic 80° Plastic 

Shell Size Part No. Part No. Part No. Part No. Part No. 

1 DAC 275 DAC 163 DAC 280* DAC 145* DAC 146* 

2 DAC 276 DAC 165 DAC 281* DAC 147* DAC 148* 

3 DAC 277 DAC 164 DAC 282* DAC 149*  

4 DAC 278 DAC 166 DAC 283* DAC 285*  

5 DAC 279 DAC 266 DAC 284* DAC 286*  

Solid Metal Hoods - Straight Cable Outlet Solid Metal Hoods - 45º Angled Cable Outlet 

Plastic/Metalised Plastic Hoods  
- 70º & 80ºAngled Cable Outlet 

Plastic/Metalised Plastic Hoods  
- Straight Cable Outlet 

For metalised plastic version 
append “Z” to Part No. 

System Connections Division. 
True 75 ohm Mixed Layout Cable Assemblies for Broadcast and Video Applications. 
With its wealth of interconnection experience and knowledge of Video/Broadcast Applications, Cambridge 
Electronic Industries is ideally placed through its subcontract manufacturing division, System Connections, 
to design and manufacture mixed layout custom cable assemblies. 
For information contact System Connections on 
Tel +44 (0)1223 863377  
Fax +44 (0)1223 863625 
Email: sales@systemconnections.co.uk 
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Canada 
 
Optimum Components Inc.  
Toronto Office 
7750 Birchmount Rd 
Unit 5 
Markham, ON 
Canada L3R 0B4 
Phone: (905) 477-9393 
Email: lynnb@optimumcomponents.com 
 
Montreal Office 
3551 boul. Saint-Charles, 
Bur. 628, Kirkland 
Quebec 
Canada H9H 3C4 
Phone: (450) 510-0303 
Email: desg@optimumcomponents.com 
 
USA 
 
Ewing-Foley 
Cupertino Office  
10061 Bubb Road 
Cupertino, CA 95014  
T 408 342-1220  
F 408 342-1221 
Email: cfraser@ewingfoley.com 
Area: Bay Area, S.California 
 
Sacramento Office  
13620 Lincoln Way, Suite 100 
Auburn, CA  95603 
T  530 885-6591 
F  530 885-6594 
Email: msmothers@ewingfoley.com 
Area: Sacramento, Grass Valley,   Auburn, 
Reno, Fresno 

RA Sales 
Georgia Office  
PO Box 1112, 3147  
Overlook Terrace,  
Snelville, GA30078  
Tel:  770 736 7291  
Fax: 770 736 7301 
email: rasalesbc@aol.com  
Area: Georgia, S. Alabama &  
S. Mississippi 
 

N Carolina Office  
15 Scenic View Drive,  
Weaverville, NC28787-9370  
Tel:  828 243 2944 
Fax: 828 658 2699  
email: rasalesbc@aol.com  
Area: N. Carolina & S. Virginia 
 
Todino  Engineering Sales 
New England Office 
PO Box 17455 
15 Higgins Street, Unit 301 
Smithfield, RI 02917 
Phone: 401.233.9501 
Fax: 401.233.9502 
Email: todinoengr@aol.com 
Area: Rhode Island, Massachusetts, Con-
necticut, New Hampshire, Maine, Vermont, 
New York State, New Jersey, Eastern 
Pennsylvania 
 

 
J-Squared Technologies (Oregon) Inc. 
Portland Office 
1 Lincoln Center 
10300 SW Greenburg Road, Suite #525 
Portland, OR 97223 
T: (503) 473-8407 
F: (503) 473-8409 
Email: shannonp@jsquarednw.com 

 

 
 
Australia and New Zealand 

Micromax Pty Ltd 
Wollongong  
5 Orangegrove Ave 
Unanderra  
N S W 2526 , Australia 
T  +61 2 4271 1300 
F  +61 2 4271 8091 
Email: cfoligni@micromax.com.au 

 

Europe 

UK and Scandinavia 
 
L2Tek 
6 Cavendish Gardens 
Church Crookham 
Fleet, Hants, UK, GU52 6PD 
Phone: +44 (0)7515-282-184 
Phone: +44 (0)7515 282 185 
Email: mark@l2tek.co.uk 
Email: tim@l2tek.co.uk 
Area: UK and Scandinavia 
 
 France 
 
C-DIS 
Gandalou - Fayard Sud 
82100 Castelsarra Sin 
France 
Phone: (+33)6.79.68.68.13 
Fax:  (+33)5.63.32.40.68 
Email: dawei.liu@c-dis.com 

Germany 
 
RETRONIC GmbH 
Willhoop 1- 3 
D-22453 Hamburg 
Germany 
T: +49 (0) 40 589 744-0 
F: +49 (0) 40 589 744-44 
Email: sales(at)retronic.de 
 
 
Russla 
 
Stream Labs 
5A , bldg, 5. Berezovaya alleya 
Moscow , 127273, Russia 
Tel.: +7 (495) 739-8242 
Fax: +7 (495) 739-8242 
E-Mail: info@stream-labs.com 

For further information or technical support contact our authorised representatives: — 

Cambridge Connectors™ 
A division of Cambridge Electronic Industries Ltd. 
Denny Industrial Centre, Waterbeach, Cambridge, England, CB25 9QR 
Tel: +44 (0)1223 860041   Fax: +44 (0)1223 863625   
Email: sales@cambridgeconnectors.com         
Web: www.cambridgeconnectors.com 


