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Hoods for D Sub-miniature Connectors 

No. of contacts Part Number Cable Outlet Ø 

25 DAC 329 7.5-9 x 2 

2 piece screw together metal hood designed to accept 2 
cables entering the assembly. 

No. of contacts Part Number Cable Outlet Ø 

37 DAC 330 8.5-10 x 2 

DAC 329 
180º Outlet 

DAC 330 
45º Outlet 

�� Specification: DIN 40050 - IP67 
�� Operating temperature range: -25 degs. C +70    

degs. C 
�� Standard version: Glass fibre reinforced polyester, 

self-extinguishing (UL94V-O) 
�� Colour: Black / Silver for shielded 
�� Shielded version: ABS, self-extinguishing  

Shell Size 

 Plastic Metalised 

1 DAC 269 DAC 269 Z 

2 DAC 270 DAC 270 Z 

3 DAC 271 DAC 271 Z 

Part No.  

Waterproof Hoods - 180º 

No. of contacts Part No. Cable Outlet Ø 

9 DAC 340 6-8mm 

15 DAC 341 6-8mm 

Note: If the metalised version is required 
please suffix the part number with ‘Z’ 

Front Mounting 

No. of contacts Part No. Cable Outlet Ø 

9 DAC 338 6-8mm 

15 DAC 339 6-8mm 

Note: If the metalised version is required 
please suffix the part number with ‘Z’ 

Metal Hoods 

Rear Mounting 

Waterproof Hoods - 180º 


