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termination styles mounting styles 

NOTE: If stand-offs are required with this 
series the modification code ‘Z’ should be used in the 
appropriate position in the part number 

NOTE: Other contact lengths available upon  
request. Contacts are 0.25 (.64) square except 
the round tail version 

Ordering Code CO - 2 156 - 24 - D W - 5 - (MOD)

Contact Plating:
CO = .000010 in. (.25 microns) Au minimum all over

Insulator Material:
See general information

Contact Spacing: .156 in. (3.96)

No. of contact  pairs

Dual Read-out:

Contact Termination:
W = Wire Wrap
A = Right Angled
E = Extender Card
R = Round Tail

Mounting Style:
see above

Special Modifications

CK = .000010-.000015 in. (.25-.37 microns) Au on the mating 
surface only, remainder plated tin lead.
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TABLE E  INCHES  

no of cont. A 
±.010 

B 
±.010 

C 
±.015 

D 
±.010 

E 
±.020 

F 
±.006 

A 
±0.25 

B 
±0.25 

C 
±0.38 

D 
±0.25 

E 
±0.51 

F 
±0.38 

2/4 .156 .456 .596 - - .320 3.96 11.58 15.14 - - 8.13 

3/6 .312 .612 .752 - - .320 7.93 15.55 19.10 - - 8.13 

6/12 .780 1.080 1.220 1.533 1.860 .320 19.81 27.43 30.99 38.94 47.24 8.13 

8/16 1.092 1.392 1.532 1.845 2.172 .320 27.74 35.36 38.91 46.86 55.17 8.13 

10/20 1.404 1.704 1.844 2.157 2.484 .320 35.66 43.28 46.84 54.79 63.09 8.13 

11/22 1.560 1.860 2.000 2.313 2.640 .320 39.62 47.24 50.80 58.75 67.06 8.13 

12/24 1.716 2.016 2.156 2.469 2.796 .320 43.59 51.21 54.76 62.71 71.02 8.13 

15/30 2.184 2.484 2.624 2.937 3.264 .320 55.47 63.09 66.65 74.60 82.91 8.13 

18/36 2.652 2.952 3.092 3.405 3.732 .320 67.36 74.98 78.54 86.49 94.79 8.13 

22/44 3.276 3.576 3.716 4.029 4.356 .320 83.21 90.83 94.39 102.34 110.64 8.13 

24/48 3.588 3.888 4.028 4.341 4.668 .320 91.14 98.76 102.31 110.26 118.57 8.13 

25/50 3.744 4.044 4.184 4.497 4.824 .320 95.10 102.72 106.27 114.22 122.53 8.13 

28/56 4.212 4.512 4.652 4.965 5.276 .438 106.99 114.61 118.16 126.11 134.01 11.13 

30/60 4.524 4.824 4.964 5.277 5.588 .500 114.91 122.53 126.09 134.04 141.94 12.70 

36/72 5.460 5.762 5.906 6.219 6.540 .438 138.68 146.36 150.01 157.96 166.12 11.13 

43/86 6.552 6.854 7.000 7.302 7.615 .500 166.42 174.09 177.80 185.47 193.42 12.70 

MILLIMETERS  

TABLE F  INCHES  

no of cont. A 
±.010 

B 
±.010 

C 
±.015 

D 
±.015 

E 
±.020 

F 
±.015 

A 
±0.25 

B 
±0.25 

C 
±0.38 

D 
±0.38 

E 
±0.51 

F 
±0.25 

10/20 1.404 1.724 1.845 2.158 2.408 1.604 35.66 43.79 46.86 54.81 61.16 40.74 

12/24 1.716 2.038 2.157 2.470 2.720 1.916 43.59 51.77 54.79 62.74 69.09 48.67 

15/30 2.184 2.506 2.625 2.938 3.188 2.384 55.47 63.65 66.68 74.63 80.98 60.55 

18/36 2.652 2.974 3.093 3.406 3.656 2.852 67.36 75.54 78.56 86.51 92.86 72.44 

22/44 3.276 3.598 3.717 4.030 4.280 3.476 83.21 91.39 94.41 102.36 108.71 88.29 

25/50 3.744 4.064 4.188 4.498 4.748 3.944 95.10 103.23 106.38 114.25 120.60 100.18 

28/56 4.212 4.534 4.653 4.966 5.216 4.412 106.98 115.16 118.19 126.14 132.49 112.07 

30/60 4.524 4.844 4.968 5.278 5.528 4.724 114.91 123.04 126.19 134.06 140.41 119.99 

31/62 4.680 5.000 5.124 5.434 5.684 4.880 118.87 127.00 130.15 138.02 144.37 123.95 

36/72 5.460 5.782 5.901 6.214 6.464 5.660 138.68 146.86 149.89 160.8 164.19 143.76 

43/86 6.552 6.874 6.993 7.306 7.556 6.752 166.42 174.60 177.62 185.57 189.20 171.50 

MILLIMETERS  
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Polarising Keys 
 
general information 
 
Polarising Keys 
All of our connectors provide for between contact polarisation where the key is pressed into grooves  
between contacts. 
 
An “in contact’ polarisation option is available on the .156 (3.96) Dip Solder and Pierced Tail versions. 
 
If ‘in contact’ polarisation is required, two opposing contacts must be removed. This will result in the loss 
of two circuits from a dual ‘read out’ connector and one circuit from a single row connector. 
All polarisation keys are manufactured in glass filled Nylon. 
 
In most cases polarising keys are white in colour, but there are exceptions. Full details on request. 

NOTE: Other polarising keys 
available on request 

P/N PK01 
slot dimensions 
A = .038 (0.97) 
B = .350 (8.89) P/N PK02 

slot dimensions: 
A = .100 (2.54) 
B = .350 (8.89) 

P/N PK03 
slot dimensions 
A = .038 (0.97) 
B = .350 (8.89) 

P/N PK04 
slot dimensions 
A = .046 (1.17) 
B = .350 (8.89) 


